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Vorbemerkung 
Der Inhalt dieser Richtlinie ist entstanden unter Be-
achtung der Vorgaben und Empfehlungen der 
Richtlinie VDI 1000. 
Alle Rechte, insbesondere die des Nachdrucks, der 
Fotokopie, der elektronischen Verwendung und der 
Übersetzung, jeweils auszugsweise oder vollstän-
dig, sind vorbehalten. 
Die Nutzung dieser Richtlinie ist unter Wahrung des 
Urheberrechts und unter Beachtung der Lizenzbe-
dingungen (www.vdi.de/richtlinien), die in den 
VDI-Merkblättern geregelt sind, möglich. 
Allen, die ehrenamtlich an der Erarbeitung dieser 
Richtlinie mitgewirkt haben, sei gedankt. 
Eine Liste der aktuell verfügbaren und in Bearbei-
tung befindlichen Blätter dieser Richtlinienreihe so-
wie gegebenenfalls zusätzliche Informationen sind 
im Internet abrufbar unter www.vdi.de/3511. 

Einleitung 
Verhältnis-Strahlungsthermometer, auch Verhält-
nispyrometer oder Quotientenpyrometer genannt, 
sind Strahlungsthermometer, bei denen die Tempe-
raturermittlung durch Messung und Verhältnisbil-
dung der Strahldichte in zwei Wellenlängenbereichen 
erfolgt. In VDI/VDE 3511 Blatt 4 werden grundsätzli-
che Hinweise für die zweckmäßige Durchführung von 
Temperaturmessungen mit Strahlungstemperatur-
messgeräten gegeben. Darauf aufbauend führt die 
vorliegende Richtlinie in die Grundlagen der Ver-
hältnis-Strahlungsthermometer ein und gibt Hin-
weise zu deren Verwendung in der Praxis.  

1 Anwendungsbereich 
Diese Richtlinie richtet sich an Anwender und An-
wenderinnen von Verhältnis-Strahlungsthermome-
tern. Sie behandelt hierbei die Funktionsweise und 
den Aufbau von Verhältnis-Strahlungsthermome-
tern und weist auf Besonderheiten im Umgang mit 
diesen hin. 
Sie behandelt nicht die Funktionsweise und Einsatz-
bedingungen für Mehrkanal-Strahlungsthermome-
ter. 

Preliminary note 
The content of this standard has been developed in 
strict accordance with the requirements and recom-
mendations of the standard VDI 1000. 
All rights are reserved, including those of reprinting, 
reproduction (photocopying, micro copying), stor-
age in data processing systems and translation, ei-
ther of the full text or of extracts. 
The use of this standard without infringement of 
copyright is permitted subject to the licensing con-
ditions (www.vdi.de/richtlinien) specified in the 
VDI Notices. 
We wish to express our gratitude to all honorary 
contributors to this standard. 
A catalogue of all available parts of this series of 
standards and those in preparation as well as further 
information, if applicable, can be accessed on the 
Internet at www.vdi.de/3511. 

Introduction 
Ratio radiation thermometers, also called ratio py-
rometers or quotient pyrometers, are radiation ther-
mometers in which the temperature is determined by 
measuring and forming ratios of the radiance in two 
wavelength ranges. In VDI/VDE 3511 Part 4, basic 
instructions are given for the appropriate perfor-
mance of temperature measurements with radiation 
temperature measuring instruments. Based on this, 
the present standard introduces the basics of ratio ra-
diation thermometers and provides information on 
their use in practice. 

1 Scope 
This standard is intended for users of ratio radiation 
thermometers. It deals with the mode of operation 
and the construction of ratio radiation thermometers 
and points out special features in handling them.  

It does not deal with the mode of operation and con-
ditions of use for multichannel radiation thermome-
ters. 
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